SMARTBOX® BRACKET INSTALLATION INSTRUCTIONS
AGCO™ WHITE PLANTERS® 9000 SERIES - FRONT MOUNT
Bracket Part No. SB021555 – for use with 3 bushel seed boxes

Always use and follow planter manufacturers owner’s manual recommended safety guidelines.

Prior to installation, unfold planter and leave the planter row units in the raised position.

See the attached Drawing No. SB021555 & SB021565 and the AMVAC SmartBox System Parts and Operator’s Manual for additional installation information.

A. Start by attaching the two (2) front mount weldments (item no. 5 & 6) to the existing holes in the four (4) parallel arms with the bushings, bolts, washers and nuts provided (item no. 1,2,4,7,8). Mount the weldments using the holes closest to the row unit.
B. Attach the angle brace plates (item no. 4) to two (2) front mount weldments. (Tighten bolts leaving loose enough for adjustment.)

C. Align the holes on the top end of the two (2) front mount weldments to the center holes on the front mount adapter plate (item no. 3). Once tightened, align the holes on the angle brace plates (item no. 4) with the last holes to the rear of the adapter plate (item no. 3), as shown on drawing No. SB021565.

Note: The top portion of the bracket is adjustable for better positioning of the dispensing unit.

D. Install the SmartBox® cradle to the newly installed bracket. The two formed edges will slide under the rear side of the bracket. Use two bolts, washers and nuts provided in the row unit hardware to secure the cradle to the bracket. Tighten both bolts to secure.

E. The SmartBox® base container (with meter installed on base container) can now be installed.

Note: Meter attachment to the base container for the front mount will need to be secured at a 90° angle so the meter nipple delivering product faces the row it is feeding. See the meter installation instructions for proper installation.
NOTES:
X = ITEMS INCLUDED IN PARTS BAG OR SUBASSEMBLY.